**ENGINE ELECTRICS**

**REMARKS LEGEND**

- Engine (e) numbers:
  - 31D = 3.5 liter; 38D = 3.9 liter through 1992; 36D = 3.9 liter from 1993; 40D = 4.2 liter.
- Vehicle i.d. (v) numbers:
  - RA = 1994 model year; SA = 1995 model year.

### Oil Switches & Transmitter

<table>
<thead>
<tr>
<th>No.</th>
<th>Part No.</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>AMR2092</td>
<td>SWITCH, oil pressure</td>
</tr>
<tr>
<td>2</td>
<td>243967</td>
<td>WASHER, sealing</td>
</tr>
<tr>
<td>3</td>
<td>PRC617</td>
<td>TRANSMITTER, temperature gauge</td>
</tr>
<tr>
<td>4</td>
<td>PRC7918</td>
<td>TRANSMITTER, temperature gauge</td>
</tr>
<tr>
<td>5</td>
<td>ETC6496</td>
<td>SENSOR, engine coolant temp., to control unit</td>
</tr>
<tr>
<td>6</td>
<td>AMR1425</td>
<td>SENSOR, engine coolant temp., to gauge</td>
</tr>
</tbody>
</table>

### Ignition Wires & Plugs

- **7** ETC6437 SPARK PLUG, Champion RN 12 YC (e) 31D, 38D, 36D engines
- **8** ETC6437P SPARK PLUG, Bosch Platinum (e) 31D, 38D, 36D engines
- **9** ERR3799 SPARK PLUG, Champion RN 11YC4 (e) 40D engines

### Lead Sets

- **8** RTC6551 LEAD SET, high tension, silicone (v) RA647649
- **9** RTC6551G LEAD SET, high tension, genuine (v) RA647649
- **10** RTC6551D LEAD SET, high tension, silicone (v) SA647650; with extended coil lead
- **11** RTC6551GD LEAD SET, high tension, genuine (v) SA647650; with extended coil lead

### Ignition Coils

- **17** RTC5628 IGNITION COIL - LUCAS
- **18** PRC6574 IGNITION COIL - BOSCH

### Distributor Cap & Assembly

- **19** STC1184 MODULE, amplifier, 3 pin type
- **20** STC1212G LINK LEAD, module to harness, 3 pin type
- **21** STC1856G RELOCATION KIT, amplifier module

### Oil Switches & Transmitter

- **17** IGNITION COIL - LUCAS
- **18** IGNITION COIL - BOSCH

### TECH TIP: Ignition Upgrade

- Improve your vehicle’s performance with a high-performance electronic ignition system. Our high-powered system installs in under three hours and includes an on-board computer, ultra ignition coil, and high-performance wires and separators. Once installed, it “reads” your engine to adjust spark output cylinder-by-cylinder, to give you smoother running at any temperature, any speed, any rpm, any altitude, and in any weather. (Will not work on distributor-less ignition systems.)

Electronic Ignition Kit (9267)

**TECH TIP:**

- CONTACT: JACOB'S ELECTRONIC IGNITION
- ADDRESS: 207 2nd St., J.F. Fender
- PHONE: 1-800-533-2210

**25**  TO ORDER, CALL 1-800-533-2210